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MV CAPACITOR BANKS 
КОМПЕНСАЦИОННЫЕ УСТАНОВКИ ВЫСОКОГО НАПРЯЖЕНИЯ 

Using
Capacitor banks type SCB, ACB are used for individual or central power 
factor correction in medium voltage power networks. 

Construction
Capacitor banks are constructed in steel−plate cabinets or steel frames  
− according the requirements of the customer specifications. 
Standard construction of the bank includes MV capacitors ZEZ SILKO, 
(three−phase units or single−phase units in star connection, alternatively 
single−phase units in double−star connection), set of three fuse−bases 
with fuses. According to the requirement it is possible to include also inrush 
current reactors or other protection and measuring elements (unbalance 
relay, detuning reactor, current transformer..). 
In case of some complex technical solutions it is possible to offer automatic 
capacitor bank equipped with regulator and vacuum contactors. 

More information on requirement in ZEZ SILKO sales department. 

Применение
Установки типа  SCB, ACB предназначены для индивидуальной  или групповой 
компенсации в сетях высокого напряжения .

Конструкция 
Компенсационные установки типа SCB сконструированы в шкафах из листовой 
стали или в стальных рамах  – по желанию заказчика.
Стандартная комплектация установки включает ВВ конденсаторы ZEZ SILKO 
(трёхфазные или однофазные конденсаторы включённые в звезду, или в двойную 
звезду), комплект предохранительных держателей  с соответствующим набором 
предохранителей . По желанию можно установку докомплектовать воздушным 
реактором включения для ограничения переходных явлений, при необходимости 
другими охранными и измерительными элементами (балансовая охрана, защитный 
дроссель, измерительный трансформатор тока, измерительный трансформатор 
напряжения ..).
В случае более сложных технологических решений можно предложить  
управляемую установку укомплектованную дополнительно регулятором и 
вакуумными контакторами.

Дополнительная информация – по заявке в торговом отделе ZEZ SILKO, s.r.o.
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ZEZ SILKO, s.r.o.
Pod Černým lesem 683
564 22 ŽAMBERK
CZECH REPUBLIC

Tel.: +420 465 673 111
Fax: +420 465 612 319
E-mail: zez@zez-silko.cz
http://www.zez-silko.cz
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